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Abstract—A comprehensive computational study was undertaken to identify the extent to which elasto-
plastic properties of ductile materials could be determined from instrumented sharp indentation and to quantify
the sensitivity of such extracted properties to variations in the measured indentation data. Large deformation
finite element computations were carried out for 76 different combinations of elasto-plastic properties that
encompass the wide range of parameters commonly found in pure and alloyed engineering metals: Young’s
modulus,E, was varied from 10 to 210 GPa, yield strength,sy, from 30 to 3000 MPa, and strain hardening
exponent,n, from 0 to 0.5, and the Poisson’s ratio,n, was fixed at 0.3. Using dimensional analysis, a new
set of dimensionless functions were constructed to characterize instrumented sharp indentation. From these
functions and elasto-plastic finite element computations, analytical expressions were derived to relate inden-
tation data to elasto-plastic properties. Forward and reverse analysis algorithms were thus established; the
forward algorithms allow for the calculation of a unique indentation response for a given set of elasto-plastic
properties, whereas the reverse algorithms enable the extraction of elasto-plastic properties from a given set
of indentation data. A representative plastic strainer was identified as a strain level which allows for the
construction of a dimensionless description of indentation loading response, independent of strain hardening
exponentn. The proposed reverse analysis provides a unique solution of the reduced Young’s modulusE*,
a representative stresssr, and the hardnesspave. These values are somewhat sensitive to the experimental
scatter and/or error commonly seen in instrumented indentation. With this information, values ofsy and n
can be determined for the majority of cases considered here, provided that the assumption of power law
hardening adequately represents the full uniaxial stress–strain response. These plastic properties, however, are
very strongly influenced by even small variations in the parameters extracted from instrumented indentation
experiments. Comprehensive sensitivity analyses were carried out for both forward and reverse algorithms,
and the computational results were compared with experimental data for two materials. 2001 Acta
Materialia Inc. Published by Elsevier Science Ltd. All rights reserved.
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1. INTRODUCTION

The mechanical characterization of materials has long
been represented by their hardness values [1, 2].
Recent technological advances have led to the general
availability of depth-sensing instrumented micro- and
nanoindentation experiments (e.g. [1–14]). Nanoind-
enters provide accurate measurements of the continu-
ous variation of indentation loadP down to µN, as
a function of the indentation depthh down to nm.
Experimental investigations of indentation have been
conducted on many material systems to extract hard-
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ness and other mechanical properties and/or residual
stresses (e.g., [3–5, 9, 13–17], among many others).

Concurrently, comprehensive theoretical and com-
putational studies have emerged to elucidate the con-
tact mechanics and deformation mechanisms in order
to systematically extract material properties fromP
versush curves obtained from instrumented inden-
tation (e.g., [3, 5, 11, 12, 16–21]). For example, the
hardness and Young’s modulus can be obtained from
the maximum load and the initial unloading slope
using the methods suggested by Oliver and Pharr [5]
or Doerner and Nix [3]. The elastic and plastic
properties may be computed through a procedure pro-
posed by Giannakopoulos and Suresh [20], and the
residual stresses may be extracted by the method of
Suresh and Giannakopoulos [22]. Thin film systems
have also been studied using finite element compu-
tations [23–25].
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Using the concept of self-similarity, simple but
general results of elasto-plastic indentation response
have been obtained. To this end, Hill et al. [26]
developed a self-similar solution for the plastic inden-
tation of a power law plastic material under spherical
indentation, where Meyer’s law† was given a rigor-
ous theoretical basis. Later, for an elasto-plastic
material, self-similar approximations of sharp (i.e.,
Berkovich and Vickers) indentation were compu-
tationally obtained by Giannakopoulos et al. [18] and
Larsson et al. [27]. More recently, scaling functions
were applied to study bulk [11, 12, 19] and coated
material systems [25]. Kick’s Law (i.e., P = Ch2 dur-
ing loading, where loading curvature C is a material
constant) was found to be a natural outcome of the
dimensional analysis of sharp indentation (e.g., [11]).

Despite these advances, several fundamental issues
remain that require further examination:

1. A set of analytical functions, which takes into
account the pile-up/sink-in effects and the large
deformation characteristics of the indentation,
needs to be established in order to avoid detailed
FEM computations after each indentation test.
These functions can be used to accurately predict
the indentation response from a given set of elasto-
plastic properties (forward algorithms), and to
extract the elasto-plastic properties from a given
set of indentation data (reverse algorithms). Gian-
nakopoulos, Larsson and Vestergaard [18] and
later Giannakopoulos and Suresh [20] proposed a
comprehensive analytical framework to extract
elasto-plastic properties from a single set of P�
h data. Their results, as will be shown later in this
study, were formulated using mainly small defor-
mation FEM results (although they performed a
number of large deformation computations).
Cheng and Cheng [11, 12, 19], using an included
apex angle of the indenter of 68°, proposed a set of
universal dimensionless functions based on large
deformation FEM computations, but did not estab-
lish a full set of closed-form analytical functions.

2. Under what conditions and/or assumptions can we
extract a single set of elasto-plastic properties from
a single P�h curve with reasonable accuracy?
Cheng and Cheng [19] and Venkatesh et al. [21]
discussed this issue. However, without an accurate
analytical framework based on large deformation
theory, this issue cannot be addressed.

3. What are the similarities and differences between
the large and small deformation-based analytical
formulations? Chaudhri [28] estimated that equiv-
alent strains of 25–36% were present in the

† Meyer’s law for spherical indentation states that

P =
Kam

Dm�2, where m is a hardening factor, D is the indenter’s

diameter, a is the contact radius of the indenter, and K is a
material constant.

indented specimen near the tip of the Vickers
indenter. These experimentally observed large
strains justify the need for large deformation based
theories in modeling instrumented sharp inden-
tation tests.

In this paper, these issues will be addressed within
the context of sharp indentation and continuum analy-
sis.

2. THEORETICAL AND COMPUTATIONAL
CONSIDERATIONS

2.1. Problem formulation and associated nomencla-
ture

Figure 1 shows the typical P�h response of an ela-
sto-plastic material to sharp indentation. During load-
ing, the response generally follows the relation
described by Kick’s Law,

P � Ch2 (1)

where C is the loading curvature. The average contact

pressure, pave =
Pm

Am

(Am is the true projected contact

area measured at the maximum load Pm), can be
identified with the hardness of the indented material.
The maximum indentation depth hm occurs at Pm, and

the initial unloading slope is defined as
dPu

dh |
hm

, where

Pu is the unloading force. The Wt term is the total
work done by load P during loading, We is the
released (elastic) work during unloading, and the
stored (plastic) work Wp = Wt�We. The residual
indentation depth after complete unloading is hr.

As discussed by Giannakopoulos and Suresh [20],

C,
dPu

dh |
hm

and
hr

hm

are three independent quantities that

can be directly obtained from a single P�h curve.

Fig. 1. Schematic illustration of a typical P�h response of an
elasto-plastic material to instrumented sharp indentation.
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The question remains whether these parameters are
sufficient to uniquely determine the indented
material’s elasto-plastic properties.

Plastic behavior of many pure and alloyed engin-
eering metals can be closely approximated by a power
law description, as shown schematically in Fig. 2. A
simple elasto-plastic, true stress–true strain behavior
is assumed to be

s � �Ee, for s�sy

Ren, for s�sy

(2)

where E is the Young’s modulus, R a strength coef-
ficient, n the strain hardening exponent, sy the initial
yield stress and ey the corresponding yield strain,
such that

sy � Eey � Reny (3)

Here the yield stress sy is defined at zero offset strain.
The total effective strain, e, consists of two parts, ey
and ep:

e � ey � ep (4)

where ep is the nonlinear part of the total effective
strain accumulated beyond ey. With equations (3) and
(4), when s�sy, equation (2) becomes

s � sy�1 �
E
sy

ep�n

(5)

To complete the material constitutive description,

Fig. 2. The power law elasto-plastic stress–strain behavior used
in the current study.

Poisson’s ratio is designated as n, and the incremental
theory of plasticity with von Mises effective stress (J2

flow theory) is assumed.
With the above assumptions and definitions, a

material’s elasto-plastic behavior is fully determined
by the parameters E, n, sy and n. Alternatively, with
the constitutive law defined in equation (2), the power
law strain hardening assumption reduces the math-
ematical description of plastic properties to two inde-
pendent parameters. This pair could be described as
a representative stress sr (defined at ep = er, where er
is a representative strain) and the strain-hardening
exponent n, or as sy and sr.

2.2. Dimensional analysis and universal functions

Cheng and Cheng [11, 12] and Tunvisut et al. [25]
have used dimensional analysis to propose a number
of dimensionless universal functions, with the aid of
computational data points calculated via the Finite
Element Method (FEM). Here, a number of new
dimensionless functions are described in the follow-
ing paragraphs.

As discussed in Section 2.1, one can use a material
parameter set (E, n, sy and n), (E, n, sr and n) or (E,
n, sy and sr) to describe the constitutive behavior.
Therefore, the specific functional forms of the univer-
sal dimensionless functions are not unique (but differ-
ent definitions are interdependent if power law strain
hardening is assumed). For instrumented sharp inden-
tation, a particular material constitutive description
(e.g., power-law strain hardening) yields its own dis-
tinct set of dimensionless functions. One may choose
to use any plastic strain to be the representative strain
er, where the corresponding sr is used to describe the
dimensionless functions. However, the representative
strain which best normalizes a particular dimen-
sionless function with respect to strain hardening will
be a distinct value.

Here, we present a set of universal dimensionless
functions and their closed-form relationship between
indentation data and elasto-plastic properties (within
the context of the present computational results). This
set of functions leads to new algorithms for accurately
predicting the P�h response from known elasto-plas-
tic properties (forward algorithms) and new algor-
ithms for systematically extracting the indented
material’s elasto-plastic properties from a single set
of P�h data (reverse algorithms).

For a sharp indenter (conical, Berkovich or Vick-
ers, with fixed indenter shape and tip angle) indenting
normally into a power law elasto-plastic solid, the
load P can be written as

P � P(h,E,v,Ei,vi,sy,n), (6)

where Ei is Young’s modulus of the indenter, and ni

is its Poisson’s ratio. This functionality is often sim-
plified (e.g., [29]) by combining elasticity effects of
an elastic indenter and an elasto-plastic solid as
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P � P(h,E∗,sy,n), (7)

where

E∗ � �1�v2

E
�

1�v2
i

Ei
��1

(8)

Alternatively, equation (7) can be written as

P � P(h,E∗,sr,n) (9)

or

P � P(h,E∗,sy,sr) (10)

Applying the � theorem in dimensional analysis, equ-
ation (9) becomes

P � srh2�1�E∗

sr

,n�, (11a)

and thus

C �
P
h2 � sr�1�E∗

sr

,n�. (11b)

where �1 is a dimensionless function. Similarly,
applying the � theorem to equation (10), loading cur-
vature C may alternatively be expressed as

C �
P
h2 � sy�

A
1�E∗

sy

,
sr

sy
� (12a)

or

C �
P
h2 � sr�

B
1�E∗

sr

,
sy

sr
� (12b)

where �A
1 and �B

1 are dimensionless functions. The
dimensionless functions given in equations (11) and
(12) are different from those proposed in [11, 12],
where the normalization was taken with respect to E*
instead of sr or sy.

During nanoindentation experiments, especially
when the indentation depth is about 100–1000 nm,
size-scale-dependent indentation effects have been
postulated (e.g., [8, 30, 31]). These possible size-
scale-dependent effects on hardness have been mod-
eled using higher order theories (e.g., [30, 31]). If the
indentation is sufficiently deep (typically deeper than

1 µm), then the scale dependent effects become small
and may be ignored. In the current study, any scale
dependent effects are assumed to be insignificant. It
is clear from equations (11) and (12) that, for an iso-
tropic and homogeneous material, P = Ch2 is the
natural outcome of the dimensional analysis for a
sharp indenter; loading curvature C is a material con-
stant which is independent of indentation depth. It is
also noted that, depending on the choices of (er, sr),
there are an infinite number of ways to define the
dimensionless function �1. However, with the
assumption of power-law strain hardening, it can be
shown that one definition of �1 is easily converted
to another definition.

If the unloading force is represented as Pu, the
unloading slope is given by

dPu

dh
�

dPu

dh
(h,hm,E,v,Ei,vi,sr,n) (13a)

or, assuming that elasticity effects are characterized
by E*, the unloading slope is given by

dPu

dh
�

dPu

dh
(h,hm,E∗,sr,n) (13b)

Dimensional analysis yields

dPu

dh
� E∗h�0

2�hm

h
,
sr

E∗,n� (14)

Evaluating equation (14) at h = hm gives

dPu

dh |
h � hm

� E∗hm�0
2�1,
sr

E∗,n� (15)

� E∗hm�2�E∗

sr
,n�

Similarly, Pu itself can be expressed as

Pu � Pu(h,hm,E∗,sr,n) � E∗h2�u�hm

h
,
sr

E∗,n�
(16)

When Pu = 0, the specimen is fully unloaded and,
thus, h = hr. Therefore, upon complete unloading,

0 � �u�hm

hr

,
sr

E∗,n� (17)

Rearranging equation (17),
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hr

hm

� �3�sr

E∗,n� (18)

Thus, the three universal dimensionless functions, �1,
�2 and �3, can be used to relate the indentation
response to mechanical properties.

2.3. Computational model

Axisymmetric two-dimensional and full three-
dimensional finite element models were constructed
to simulate the indentation response of elasto-plastic
solids. Figure 3(a) schematically shows the conical
indenter, where q is the included half angle of the
indenter, hm is the maximum indentation depth, and
am is the contact radius measured at hm. The true pro-
jected contact area Am, with pile-up or sink-in effects
taken into account, for a conical indenter is thus

Am � pa2
m (19)

Figure 3(b) shows the mesh design for axisymmetric
calculations. The semi-infinite substrate of the
indented solid was modeled using 8100 four-noded,
bilinear axisymmetric quadrilateral elements, where a
fine mesh near the contact region and a gradually
coarser mesh further from the contact region were
designed to ensure numerical accuracy. At the
maximum load, the minimum number of contact

Fig. 3. Computational modeling of instrumented sharp indentation. (a) Schematic drawing of the conical
indenter, (b) mesh design for axisymmetric finite element calculations, (c) overall mesh design for the Berkovich
indentation calculations, and (d) detailed illustration of the area that directly contacts the indenter tip in (c).

elements in the contact zone was no less than 16 in
each FEM computation. The mesh was well-tested for
convergence and was determined to be insensitive to
far-field boundary conditions.

Three-dimensional finite element models incorpor-
ating the inherent six-fold or eight-fold symmetry of
a Berkovich or a Vickers indenter, respectively, were
also constructed. A total of 11,150 and 10,401 eight-
noded, isoparametric elements was used for Berkov-
ich and Vickers indentation, respectively. Figure 3(c)
shows the overall mesh design for the Berkovich
indentation, while Fig. 3(d) details the area that
directly contacts the indenter tip. Computations were
performed using the general purpose finite element
package ABAQUS [32]. The three-dimensional mesh
design was verified against the three-dimensional
results obtained from the mesh used previously by
Larsson et al. [27]. Unless specified otherwise, large
deformation theory was assumed throughout the
analysis.

For a conical indenter, the projected contact area
is A = ph2tan2q; for a Berkovich indenter,
A = 24.56h2; for a Vickers indenter, A = 24.50h2. In
this study, the three-dimensional indentation induced
via Berkovich or Vickers geometries was approxi-
mated with axisymmetric two-dimensional models by
choosing the apex angle q such that the projected
area/depth of the two-dimensional cone was the same
as that for the Berkovich or Vickers indenter. For
both Berkovich and Vickers indenters, the corre-
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sponding apex angle q of the equivalent cone was
chosen as 70.3°. Axisymmetric two-dimensional
computational results will be referenced in the
remainder of the paper unless otherwise specified. In
all finite element computations, the indenter was
modeled as a rigid body, and the contact was modeled
as frictionless. Detailed pile-up and sink-in effects
were more accurately accounted for by the large
deformation FEM computations, as compared to
small deformation computations.

2.4. Comparison of experimental and computational
results

Two aluminum alloys were obtained for experi-
mental investigation: 6061-T6511 and 7075-T651
aluminum, both in the form of 2.54 cm diameter,
extruded round bar stock. Two compression speci-
mens (0.5 cm diameter, 0.75 cm height) were
machined from each bar such that the compression
axis was parallel to the extrusion direction. Simple
uniaxial compression tests were conducted on a
servo-hydraulic universal testing machine at a cross-
head speed of 0.2 mm/min. Crosshead displacement
was obtained from a calibrated LVDT (linear voltage-
displacement transducer). As each specimen was
compressed to 45% engineering strain, the specimen
ends were lubricated with Teflon lubricant to pre-
vent barreling. Intermittent unloading was conducted
to allow for repeated measurement of Young’s modu-
lus and relubrication of the specimen ends. Recorded
load–displacement data were converted to true stress–
true strain data. Although the true stress–true strain
responses were well approximated by power law fits,
these experimental stress–strain data were used as
direct input for FEM simulations, rather than the
mathematical approximations (see Fig. 4). For 7075-
T651 aluminum, the measured Young’s modulus was
E = 70.1 GPa; and for 6061-T6511 aluminum,
E = 66.8 GPa.

Indentation specimens were machined from the
same round bar stock as discs of the bar diameter (3
mm thickness). Each specimen was polished to 0.06
µm surface finish with colloidal silica. These speci-

Fig. 4. Experimental uniaxial compression stress–strain curves
of both 6061-T6511 aluminum and 7075-T651 aluminum

specimens, respectively.

Fig. 5. Experimental versus computational indentation
responses of both the 7075-T651 aluminum and 6061-T6511

aluminum specimens, respectively.

mens were then indented on a commercial nanoind-
enter (MicroMaterials, Wrexham, UK) with a Berko-
vich diamond indenter at a loading/unloading rate of
approximately 0.2 N/min. For each of three maximum
loads (3, 10, and 20 N), five tests were conducted on
two consecutive days, for a total of ten tests per load
in each specimen. Figure 5 shows the typical inden-
tation responses of both the 7075-T651 aluminum and
6061-T6511 aluminum specimens, respectively. The
corresponding finite element computations using
conical, Berkovich and Vickers indenters are also
plotted in Fig. 5. Figure 6 shows the equivalent plastic
strain (PEEQ) within the 7075-T651 aluminum near
the tip of the conical indenter, indicating that the
majority of the volume directly beneath the indenter
experienced strains exceeding 15%. Assuming only
the s�e constitutive response obtained from experi-
mental uniaxial compression, the computational P�
h curves agree well with the experimental curves, as
shown in Fig. 5. The computational P�h responses
of the conical, Berkovich and Vickers indentations
were found to be virtually identical.

Fig. 6. Contour plot of the equivalent plastic strain (PEEQ)
within the 7075-T651 aluminum near the tip of the conical
indenter, indicating that the majority of the volume directly

beneath the indenter experienced strains exceeding 15%.
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Table 1. Four cases studied to compare large vs small deformation theory

Case System E (GPa) Yield strength (MPa) n n

A Zinc alloy 9 300 0.05 0.3
B Refractory alloy 80 1500 0.05 0.3
C Aluminum alloy 70 300 0.05 0.28
D Steel 210 500 0.1 0.27

2.5. Large deformation vs small deformation

Giannakopoulos et al. [18], Larsson et al. [27],
Giannakopoulos and Suresh [20], and Venkatesh et
al. [21] have proposed a systematic methodology to
extract elasto-plastic properties from a single P�h
curve. The loading curvature C was given as

C � M1s0.29�1 �
sy

s0.29
��M2 � ln�E∗

sy
�� (20)

where M1 and M2 are computationally derived con-
stants which depend on indenter geometry. It is inter-
esting to note that, after rewriting s0.29(1 + sy/s0.29)
as sy(1 + s0.29/sy), equation (20) is consistent with
equation (12a).

Figure 7 shows the comparison between the large
deformation solution, small deformation solution and
the predictions from equation (20), using the four
model materials listed in Venkatesh et al. [21] (see
Table 1). From Fig. 7, it is evident that equation (20)
agrees well with the small deformation results and
that, for all four cases studied, large deformation
theory always predicts a stiffer loading response.

In addition, 76 different cases covering material
parameters of most engineering metals were studied
computationally. Detailed examination showed that
large deformation solutions are not readily described
by equation (20), but rather are better approximated
within ±10% (for the conical indenter with
q = 70.3°) by a new universal function given by

Fig. 7. Comparison between the large deformation solution,
small deformation solution and the previous formulation [equ-
ation (20)] using four model materials. For all four cases stud-
ied, large deformation theory always predicts a stiffer loading

response.

C � N1s0.29�1 �
sy

s0.29
��N2 � ln� E∗

s0.29
�� (21)

where N1 = 9.4509 and N2 = �1.2433 are compu-
tationally derived constants specific to the indenter
geometry. This expression is consistent with the
dimensionless function shown in equation (12b).

3. COMPUTATIONAL RESULTS

A comprehensive parametric study of 76 additional
cases was conducted (see Appendix A for a complete
list of parameters). These cases represented the range
of parameters of mechanical behavior found in com-
mon engineering metals: that is, Young’s modulus E
ranged from 10 to 210 GPa, yield strength sy from
30 to 3000 MPa, strain hardening exponent n from 0
to 0.5, and Poisson’s ratio n was fixed at 0.3. The
axisymmetric finite element model was used to obtain
computational results unless otherwise specified.

3.1. Representative strain and universal dimen-
sionless functions

The first dimensionless function of interest is �1

in equation (11). From equation (11),

�1�E∗

sr

,n� �
C
sr

(22)

The specific functional form of �1 depends on the
choice of er and sr. Figure 8 shows the compu-
tationally obtained results using three different values
of er (i.e., ep = 0.01, 0.033 and 0.29) and the corre-
sponding sr. The results in Fig. 8 indicate that for
er�0.033, �1 increased with increasing n; for er�
0.033, �1 decreased with increasing n. Minimizing
the relative errors using a least squares algorithm, it
is confirmed that when er = 0.033, a polynomial func-

tion �1� E∗

s0.033
� =

C
s0.033

†
fits all 76 data points within

a ±2.85% error [see Fig. 8(b)]. A representative strain
of er = 0.033 was thus identified. The corresponding
dimensionless function �1 normalized with respect to
s0.033 was found to be independent of the strain hard-
ening exponent n. This result indicates that, for a
given value of E*, all power law plastic, true stress–
true strain responses that exhibit the same true stress

† See Appendix B for a complete listing of the function.
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Fig. 8. Dimensionless function �1 constructed using three different values of er(i.e.,ep = 0.01, 0.033 and 0.29)
and the corresponding sr, respectively. For er�0.033, �1 increased with increasing n; for er�0.033, �1

decreased with increasing n. A representative plastic strain er = 0.033 can be identified as a strain level which
allows for the construction of �1 to be independent of strain hardening exponent n.

Fig. 9. For a given value of E*, all power law plastic, true
stress–true strain responses that exhibit the same true stress at
3.3% true plastic strain give the same indentation loading cur-
vature C. A collection of such plastic stress–strain curves are

schematically illustrated in the figure.

at 3.3% true plastic strain give the same indentation
loading curvature C (see Fig. 9). It is noted that this
result was obtained within the specified range of
material parameters using the material constitutive
behavior defined by equation (2).

Figure 10 show the dimensionless functions �2 and
�3. Within a ±2.5% and a ±0.77% error,

�2�E∗

sr

,n� =
1

E∗hm

dPu

dh |
hm

†
and �3�sr

E∗,n� =
hr

hm

†
fit all

76 sets of computed data shown in Fig. 10(a) and
(b), respectively.

Several other (approximate) dimensionless func-
tions were also computationally derived. Figure 11(a)

shows the dimensionless function �4� hr

hm
� =

pave

E∗

†

within ±13.85% of the computationally obtained
values for the 76 cases studied. It is noted that the

verified range for �4 is 0.5�
hr

hm

�0.98. Figure 11(b)

shows dimensionless function �5�hr

hm
� =

Wp

Wt

†
within

±2.38% of the numerically computed values for the
76 cases. The verified range for function �5 is the

same as that for �4, i.e. 0.5�
hr

hm

�0.98. From Fig.

11(b), it is obvious that
Wp

Wt

=
hr

hm

is not a good

approximation except when
hr

hm

approaches unity.

According to King [33],

† See Appendix B for a complete listing of the function.



3907DAO et al.: INSTRUMENTED SHARP INDENTATION

Fig. 10. Dimensionless functions (a) �2�E∗

sr
,n� and (b)

�3�sr

E∗,n�.

E∗ �
1

c∗√Am

dPu

dh |
hm

(23)

where linear elastic analysis gives c∗ = 1.167 for the
Berkovich indenter, 1.142 for the Vickers indenter
and 1.128 for the conical indenter. Large deformation
elasto-plastic analysis of the 76 cases showed that
c∗�1.1957 (within ±0.9% error) for the conical
indenter with q = 70.3°. This value of c*, which takes
into account the elasto-plastic finite deformation prior
to the unloading, is about 6% higher than the small-
deformation, linear-elastic solution. It is noted that
the initial unloading response is expected to be
entirely elastic, and the linear elastic solution is quite
accurate compared to the large deformation solution.
Assuming the same relative influence of the large
deformation elasto-plastic solution on the elastic sol-
ution for the Berkovich and Vickers geometries, the
adjusted values of c* were proposed to be 1.2370 and
1.2105, respectively. This completes another
important dimensionless function �6,

�6 �
1

E∗√Am

dPu

dh |
hm

� c∗ (24)

Fig. 11. Dimensionless functions (a) �4�hr

hm
� and (b) �5�hr

hm
�.

For a conical indenter with q = 70.3°, noting that
Am = pa2

m, equation (24) can be rewritten as

�6C �
1

E∗am

dPu

dh |
hm

� c∗√p�2.12 (25)

Note that equation (25) is simply a revision of equ-
ation (23) in light of the computationally derived
values of c*. In Oliver and Pharr [5], c∗√p = 2 (i.e.,
c∗ = 1.128, the linear elastic solution) was used.
Table 2 tabulates the values of c* used in the current
study and in the literature.

Table 2. The values of c* used in the current study

c* Small deformation Large deformation
linear elastic elasto-plastic
solutiona solutionb

Conical 1.128 1.1957
Berkovich 1.167 1.2370
Vickers 1.142 1.2105

a King [33]
b Proposed in the current study
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It is noted that �3 and �4 are interdependent, i.e.,
function �4 together with dimensionless functions
�1, �2 and �6, can be used to solve for �3. Function

�5 relates
Wp

Wt

to
hr

hm

. Alternative and/or more concise

universal dimensionless functions (i.e., �1 to �5),
which fit the same set of data taken from the 76 cases
examined in the present study, may also be explored.

3.2. Forward analysis algorithms

The forward analysis leads to prediction of the
P�h response from known elasto-plastic properties.
With the available dimensionless functions �1, �2,
�3, �4, �5 and �6, the forward analysis algorithm is
readily constructed. One such set of algorithms is

shown in Flow Chart 1. Alternatively,
hr

hm

can also be

obtained using function �3 instead of �4. As dis-
cussed earlier, �3 and �4 are interdependent func-
tions.

To verify the accuracy of the proposed algorithms,

Flow Chart 1: Forward Analysis Algorithms

uniaxial compression and indentation experiments
were conducted in two materials: 7075-T651 alumi-
num and 6061-T6511 aluminum. Values for E and sy

were obtained from the resulting experimental true
stress–true total strain data. The value for s0.033 was
then determined from the true stress–true plastic
strain data. Finally, a power law equation was fit to
the true stress–true plastic strain data (see Fig. 4) to
estimate a value for n (see Table 3). The Poisson’s
ratio n was not experimentally determined, and was
assigned a typical value of 0.33 for aluminum alloys.
The parameters Ei and ni were assigned values of
1100 GPa and 0.07, respectively; these are typical
values for diamond taken from the literature [34].
Microhardness specimens were prepared identically
to the microindentation specimens, and were indented
on a commercial microhardness tester to a maximum
load of 0.1 kgf over a total test time of 20 s. Vickers
hardness was calculated as HV = 1.8544P/D2, where
P is load (in kgf) and D is the average length of the
indentation diagonals (in mm) as observed under an
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Table 3. Mechanical property values used in the forward analysis

n from power Vickers
Material E (GPa) n E* (GPa) sy (MPa) s0.033 (MPa) pave (MPa)

law fit hardness

Al 6061-T6511 66.8 0.33 70.2a 284b 338 0.08 104.7c 1108d

Al 7075-T651 70.1 0.33 73.4a 500b 617.5 0.122 174.1c 1842d

a Calculated from equation (8) using Ei = 1100 GPa and ni = 0.07 for the diamond indenter
b Estimated at 0% offset strain
c Averaged from 10 and 5 hardness tests (P = 0.1 kgf) for Al 6061-T6511 and Al 7075-T651 specimens, respectively
d Estimated from the hardness number assuming that changes in impression size during unloading can be ignored

optical microscope with a 40× objective lens. The
algorithm shown in Flow Chart 1 was applied to solve

for C,
hr

hm

, Am, pave and
dPu

dh |
hm

. Table 3 lists the mech-

anical property values used in the forward analysis.
Table 4(a) and (b) list the predictions from the for-
ward analysis, along with the values extracted from
the experimental indentation data for 7075-T651
aluminum and 6061-T6511 aluminum specimens,
respectively. As proposed in [5], the experimental

values of
dPu

dh |
hm

listed in Table 4 were obtained by

first fitting a power law function Pu = A(h�hr)m to
67% of the unloading data and then evaluating the
derivative at h = hm. From Table 4, it is evident that

Table 4. Forward analysis results on Al 6061-T6511 and Al 7075-T651 (max. load =3 N)

C (GPa) %err Ca Wp/Wt %err Wp/WtdPu

dh |
hm

(kN/m) %err
dPu

dh |
hm

(a) Al 6061-T6511
Test 1 27.4 �1.6% 4768 1.6% 0.902 0.8%
Test 2 28.2 1.2% 4800 2.3% 0.905 1.2%
Test 3 27.2 �2.4% 4794 2.2% 0.904 1.1%
Test 4 27.3 �2.2% 4671 �0.4% 0.889 �0.6%
Test 5 27.0 �3.2% 4762 1.5% 0.889 �0.6%
Test 6 27.6 �0.9% 4491 �4.2% 0.891 �0.4%
Ave 27.4 4715 0.896
STDEVb 0.6 110.9 0.007
STDEV/Xprediction 2.1% 2.4% 0.8%
Forward prediction 27.9 4691 0.894
(assume n = 0.33
and Berkovich c*)

(b) Al 7075-T651
Test 1 42.0 �4.2% 3665 2.2% 0.833 1.0%
Test 2 40.9 �6.9% 3658 2.1% 0.838 1.7%
Test 3 42.3 �3.7% 3654 1.9% 0.832 1.0%
Test 4 43.1 �1.7% 3744 4.5% 0.836 1.5%
Test 5 43.5 �0.7% 3789 5.7% 0.839 1.8%
Test 6 44.6 1.6% 3706 3.4% 0.831 0.9%
Ave 42.7 3703 0.835
STDEVb 1.6 128.1 0.011
STDEV/Xprediction 3.7% 3.6% 1.3%
Forward prediction 43.9 3585 0.824
(assume n = 0.33
and Berkovich c*)

a All errors were computed as
Xtest�Xprediction

Xprediction

, where X represents a variable

b STDEV = �1
N�

N

i = 1

(Xtest�Xprediction)2, where X represents a variable

the present forward analysis results are in good agree-
ment with the experimental P�h curves.

3.3. Reverse analysis algorithms

The reverse analysis implies estimation of the ela-
sto-plastic properties from one complete (i.e., loading
and full unloading) P�h curve. In a similar manner,
the dimensionless functions �1, �2, �3, �4, �5 and
�6 allow us to construct the reverse algorithms. A set
of the reverse analysis algorithms is shown in Flow
Chart 2. Alternatively, due to the interdependence
between �3 and �4, the dimensionless function �3

can be used instead of �4 to solve the reverse prob-
lem, although this alternative set of algorithms
involving �3 is not as straightforward as that pro-
posed in Flow Chart 2. For those experiments for
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which it is difficult to measure hr accurately, as pro-
posed by Giannakopoulos and Suresh [20], one can

measure
Wp

Wt

instead and use the dimensionless func-

tion �5 to obtain
hr

hm

.

To verify the reverse analysis algorithms, twelve
experimental P�h curves (six from 6061-T6511
aluminum specimens and six from 7075-T651 alumi-
num specimens) shown in Table 4 were analyzed to
extract elasto-plastic properties of the indented speci-
mens; results are shown in Table 5. From Table 5,
it is clear that the proposed reverse algorithms yield
accurate estimates of E and s0.033, and give reason-
able estimates of sy (especially after taking an aver-
age from the six indentation results) which agree well
with experimental compression data. It is noted that
changing the definition of sy to 0.1% or 0.2% (instead
of 0%) offset strain would not affect the main con-
clusions. The average pressure pave also compares
well with values estimated from experimental
microhardness tests. The fractional errors observed in
obtaining n are somewhat misleading, due to the fact
that n�1. Although the errors obtained from individ-
ual P�h curves were relatively large in a few cases,
the values averaged from a number of indentation
tests appeared to be more reliable. Results in Table
5 also show that the proposed reverse algorithms give
better predictions than Oliver and Pharr [5] and
Doerner and Nix [3] methods for extracting E*
values. This improved calculation of elastic properties
is likely due to the fact that sink-in/pile-up effects
were taken into account with present model.

Flow Chart 2: Reverse Analysis Algorithms

4. DISCUSSION OF UNIQUENESS, SENSITIVITY
AND REPRESENTATIVE STRAINS

4.1. Forward analysis and reverse analysis

In order to verify the proposed forward algorithms
shown in Flow Chart 1, computational results from
the 76 sets of elasto-plastic parameters were taken as
input to predict the P�h responses. Each of the for-
ward analyses resulted in a single set of output

�C,
hr

hm

and
dPu

dh |
hm

� which agreed well with the FEM-

predicted P�h response.
Similarly for the reverse problem, the 76 cases of

the forward analysis (output) results were used as
input to verify the reversibility of the reverse analysis
algorithms proposed in Flow Chart 2. In only two

cases, �sy

E
,n� = (0.033,0.5) and (0.04, 0.5) with very

high hardening (n = 0.5), the reverse analysis yielded
two solutions of n (E* and sr still gave the correct
answers). Reverse analysis on the remaining 74 cases
resulted in a single, accurate re-construction of the
initial elasto-plastic parameters.

As established in the literature (e.g., [5, 12, 16]),
E* may be uniquely obtained from a single P�h
curve via equation (23). Alternatively, noting that

pave =
Pm

Am

, it is readily shown that dimensionless func-

tions �4 and �6 can be combined to solve for E* and
Am. From known E*, the dimensionless function �1

can be used to determine the value of s0.033 [see Fig.
8(b)]. Consequently, after both E* and s0.033 are
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determined, strain hardening exponent n can be
determined by dimensionless function �2 or �3 [see
Fig. 10(a) and (b)]. It was found in the current study
that, when the assumptions of the model are valid, a
single value for E* and s0.033 can be determined for

all cases. Furthermore, except for cases where
sy

E
�

0.033 and n�0.3, one single value of n can be
determined as well (although both sy and n are highly
sensitive to even small variations in P�h response).

Examining Fig. 10(a) in detail, when
sy

E
�

0.033�sy

E∗�0.03� and n�0.3, the n = 0.5 curve

crossed the other three curves, which indicates the
solution of n may not be unique using dimensionless
function �2 in that region; a single solution of n may
be obtained using dimensionless function �3 instead.
The above arguments regarding uniqueness can only
be valid when the P�h responses can be measured
accurately and precisely. Therefore, with accurate
P�h curves, the uniqueness of the reverse problem
can be ensured for low hardening materials (i.e.,
n�0.3); the uniqueness can also be preserved if
sy

E∗�0.03 for higher hardening materials (i.e., 0.3�

n�0.5). Considering the fact that each of the dimen-
sionless functions �1, �2, …, and �6 carries a small
amount of uncertainty, definitive conclusions can not
be drawn as yet regarding the uniqueness of the

reverse analysis when
sy

E∗�0.03 and 0.3�n�0.5.

Table 6 summarizes the above-mentioned results.
Cheng and Cheng [19] examined whether uniaxial

stress–strain relationships of materials can be
uniquely determined by matching the loading and
unloading P�h curves, calculated using their FEM
analysis and scaling relationships, with those meas-
ured experimentally. By showing that there could be
multiple stress–strain curves for a given set of loading
and unloading curves, they concluded that the
material stress–strain behavior may not be uniquely
determined from the loading and unloading P�h
response alone. We examined all seven cases
presented in [19]. For the four cases presented in Fig.

Table 6. Uniqueness of reverse analysis

Mechanical property Solution unique?

E* Yes
Hardness (pave) Yes
sr Yes
sy when n�0.3 Yes

when 0.3�n�0.5
Yes

and
sy

E∗�0.03

when 0.3�n�0.5
?

and
sy

E∗�0.03

3(a) of [19], the values of
sy

E∗ are beyond the range

of the current study. That is, the ratio of
sy

E∗
given by

these four cases (�10�1) may not accurately describe
any metallic engineering alloys (see, e.g., [35]), but
may describe certain ceramics or engineering poly-
mers which are not well-described by power law plas-
ticity. Therefore, the non-uniqueness of these cases is
physically irrelevant to the scope of our analysis. In
contrast, the cases reported in Fig. 3(b) of [19] are

within our range of parameters (
sy

E∗�10�2 to 10�3).

The current forward analysis predicts three P�h
responses which are statistically unique in terms of

the calculated curve parameters such as C,
hr

hm

and

dPu

dh |
hm

. This statistical uniqueness does not directly

contradict Cheng and Cheng’s assertion of non-
uniqueness, as they used a different apex angle in
their FEM simulations, and as the P�h curves appear
visually similar. The maximum variation in curve
parameters calculated by our forward analysis of

these three cases was an 8% change in
dPu

dh |
hm

. The

present reverse analysis provides a unique solution in
that, even if the calculated loading curvatures (C)
were mathematically identical for two separate P�h

responses, small variations in terms of
dPu

dh |
hm

or
hr

hm

are sufficient to calculate a unique value of n and,
consequently, a unique value of sy for each case.
However, these small variations in curve parameters
may not be visually apparent when plotting these
P�h responses simultaneously. In fact, as experi-
mental scatter may cause such variation in P�h curve
parameters, the issue of sensitivity in these analyses
is an important consideration.

4.2. Sensitivity to forward analysis, reverse analysis
and apex angle

For forward analysis, the sensitivity of the pre-
dicted P�h response parameters to variations in the
input mechanical properties of the indented material
was investigated for the 76 cases examined in this
study. The results showed that a ±5% change in any
one input parameter (i.e., E*, sy or n), would lead to
variations of less than ±6% in the predicted results

�C,
hr

hm

and
dPu

dh |
hm

�.

As discussed in Venkatesh et al. [21], the accuracy
with which the mechanical properties of the indented
material can be estimated through reverse analysis
could depend strongly on the accuracy with which
the P�h responses are measured. The sensitivity of
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the estimated mechanical properties to variations in
the input parameters obtained from the P�h curves
was investigated for the 76 cases examined in this
study as well. For each of these cases, the sensitivity
of the estimated elasto-plastic properties to variations

in the three P�h curve parameters—C,
dPu

dh |
hm

, and

Wp

Wt
—about their respective reference values (as esti-

mated from the forward analysis) was examined. The
results are summarized in Table 7. In general, sensi-
tivity to reverse analysis is different for each individ-
ual case, thus the maximum variations listed in Table
7 are conservative estimates.

It is evident that E* displayed weak sensitivity with

respect to C and
dPu

dh |
hm

, and moderate sensitivity to

Wp

Wt

; sr displayed weak sensitivity with respect to

Wp

Wt

, and moderate sensitivity to both C and
dPu

dh |
hm

; for

low hardening materials (n�0.1), sy displayed mod-

erate sensitivity to C and
dPu

dh |
hm

, and strong sensitivity

to
Wp

Wt

; for higher hardening materials (n�0.1), sy dis-

played strong sensitivity to all three parameters; pave

displayed weak sensitivity to C and
dPu

dh |
hm

, and mod-

erate sensitivity to
Wp

Wt

. The results of the reverse sen-

sitivity analysis shown in Table 7 are consistent with
the reverse analyses of experimental P�h curves
listed in Table 5. The greater scatter in computed sy

values in Table 5 reflects the stronger sensitivity with
respect to sy. If data scatter is random in nature, it is
expected that taking the averaged value from a num-
ber of indentation tests may significantly reduce the
error, as clearly demonstrated in Table 5.

In addition, the sensitivity of the P�h response as
computed from FEM calculations to variations in the
apex angle q of the indenter was investigated for the
four cases A, B, C and D listed in Table 1. The results
are summarized in Table 8 and Fig. 12, where the
respective reference values (as calculated from the
FEM computed P�h curves) were taken at
q = 70.3°. From Fig. 12 and Table 8, the dependence

of C,
dPu

dh |
hm

and
Wp

Wt

to variations in the apex angle

appears to be quite significant and approximately lin-
ear. Taking q = 68° as used in [11, 12, 19] as an
example, deviation from the reference apex angle by
2.3° results in maximum variations of �20%,

�11.7% and +5.7% in terms of C,
dPu

dh |
hm

and
Wp

Wt

respectively (see Table 8). As evident in Table 7,
variations of this magnitude are beyond the error tol-
erance limit of reverse analysis. The universal func-
tions based on a 68° apex angle may significantly dif-
fer from those obtained using a 70.3° apex angle,
although certain trends with respect to various para-
meters may be similar. Commercially available dia-
mond indenters are normally within ±0.5° of the
specified apex angle. The resulting maximum vari-
ations in P�h curve parameters as estimated from
FEM computations are around ±3%, ±3%, and ±1%

in terms of C,
dPu

dh |
hm

and
Wp

Wt

respectively, which are

within the error tolerance limit of the reverse analysis.

4.3. Representative strains

The concept of representative strain was first intro-
duced by Tabor [1] to relate its corresponding rep-
resentative stress to the hardness value. Tabor [1] sug-
gested a representative plastic strain of 8–10% based
on experimental observations. This original definition
does not represent any apparent physical transition in
mechanical response. Giannakopoulos et al. [18] and
Giannakopoulos and Suresh [20] used a “character-
istic strain” of 29–30% within the context of equation
(20). Giannakopoulos and Suresh [20] suggested that
the region of material experiencing strains beyond
29% under the indenter exhibits plastic “cutting”
characteristics and may be modeled using slip line
theory. In the current study, a representative plastic
strain er = 0.033 was identified as a strain level which
allows for the construction of a dimensionless
description of the indentation loading response [i.e.,
equation (11b)], independent of strain hardening
exponent n. Here, the underlying connections
between these three different definitions and the cor-
responding representative strain levels are discussed.

To understand these different representative strain
values, it is important to note that the dimensionless
function �1 in Fig. 8(b), used to identify er = 0.033
has a different functional form than that used by the
earlier researchers, e.g., equation (20). Therefore, it
is possible for these different definitions to result in
different solutions. Equation (21) is a modification of
equation (20) and, as mentioned in Section 2.5, can
fit all 76 cases studied reasonably well. For low strain
hardening materials, s0.29�sr(�sy), and thus equ-
ation (21) can be rewritten as

C�N1s0.29�1 �
sy

s0.29
��N2 � ln�E∗

sr
��

� �sy � s0.29

2 �	2N1�N2 � ln�E∗

sr
��
 (26)

� �sy � s0.29

2 ��1N�E∗

sr
�

within a ±5.5% error of equation (21) for all the 76
cases computed in the current study; �1N is a dimen-
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Table 8. Apex angle sensitivity of A, B, C, and D four cases

68° 69° 70.3° (reference) 72°Maximum
variations�Apex

angle

�C/Cref �20.4% �12.1% 0% +19.3%

�11.7% �7.7% 0% +9.0%
��dP

dh�/�dP
dh�ref

+5.7% +3.0% 0% �4.8%
��Wp

Wt
�/�Wp

Wt
�

ref

Fig. 12. Sensitivity of (a) loading curvature C and (b) plastic work ratio
Wp

Wt
to variations in apex angle for

four model materials. A two-degree variation in apex angle resulted in 15–20% variations in loading curvature

C and up to 6% variations in plastic work ratio
Wp

Wt

.

sionless function. One can solve for er that gives sr

as an arithmetic average between sy and s0.29:

sr �
sy � s0.29

2
(27)

If it is assumed that sy�s|e = 0.002, then equation
(27) becomes

Renr �
R·0.002n � R·0.29n

2
(28)

and thus

er��0.002n � 0.29n

2 �1
n

(29)

For low hardening materials with 0�n�0.15, equ-
ation (29) gives 0.024�er�0.038, which is fairly
close to 0.033. This exercise indicates that: (1)
er = 0.033 obtained in the current study is fundamen-
tally linked to the “characteristic strain” of 0.29 given
in the literature, and the differences in the magnitude

of the strain come from their different functional
definitions; (2) s0.033 taken at the 0.033 representative
strain is a “weighted average” of the stresses over the
range between ey and ep = 0.29. Additional compu-
tations confirmed that stress–strain behavior beyond
ep = 0.29 has little effect on a material’s P�h
response.

Earlier studies by Tabor [1] and Johnson [15] gave
a representative strain at about er = 0.08. This esti-
mation relied on experimental data which indicated
that

H
sr

�
pave

sr

�3.0 (30)

where H is the hardness expressed in units of press-
ure. Again, it is noted that the functional form defined
by equation (30) is different from those used to define
representative strains of 3.3% or 29%, and it is natural
that different functions may lead to different results.
To better understand this problem, a new dimen-
sionless function can be defined

pave

sr

� �7�sr

E∗,n� (31)
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Similar to the procedure taken to obtain er = 0.033
(see Fig. 8), errors were minimized using the least
squares method to fit results obtained from the 76
cases studied. It was found that when er = 0.082, a
best fit function within a ±5.96% error was achieved
with the following n-independent function

�7 �
pave

s0.082

��15.4944�s0.082

E∗ �2

(32)

�15.1699�s0.082

E∗ � � 2.7497

A representative strain of er = 0.082 was thus ident-
ified. Figure 13 shows equation (32) plotted against
the FEM data. Also plotted in Fig. 13 are the four
cases studied in Section 2.5. Equation (32) predicts

�7 =
pave

s0.082

�2.75 for both steel and aluminum listed

in Table 1. It is noted that, in Tabor’s original study

[1], when there was no pre-straining,
pave

s0.08

was found

to be 2.6 and 2.84 (instead of being very close to 3.0)
for annealed copper and mild steel, respectively; this
is in good agreement with the predictions from �7.

Although different functional definitions were used
by Tabor and the present study, the same set of mode-
ling assumptions and fitting algorithms were used to
derive a characteristic strain of 8.2%. This exercise
shows that these two values are fundamentally linked
to one another. Thus, the apparent disparity comes
not from discrepancies in data, constitutive modeling,
or fitting procedures, but rather from the choice of
functional definitions that were used to relate certain
indentation parameters to certain mechanical proper-
ties.

5. CONCLUSIONS

In this study, dimensional analysis and large defor-
mation finite element studies were performed to eluci-

Fig. 13. Dimensionless function �7. A best fit function within a
±5.96% error was achieved with a representative plastic strain

er = 0.082 and its corresponding stress s0.082.

date the mechanics of instrumented sharp indentation.
Systematic experiments were conducted to verify the
theoretical results. The key results of this investi-
gation can be summarized as follows.

1. Using dimensional analysis, a set of new univer-
sal, dimensionless functions were constructed to
characterize instrumented sharp indentation.
From these functions and elasto-plastic finite
element computations, solutions were formulated
to relate indentation data to elasto-plastic proper-
ties.

2. Forward and reverse analysis algorithms were
established based on the identified dimensionless
functions. These algorithms allow for the calcu-
lation of the indentation response for a given set of
properties, and also for extraction of some elasto-
plastic properties from a given set of indentation
data, thus obviating the need for large-scale finite
element computations after each indentation test.

3. The proposed forward analysis algorithms work
well and robustly; a ±5% error in any input para-
meter results in less than ±6% in the predicted

values of C,
hr

hm

or
dPu

dh |
hm

. Theoretical predictions

compare well with experimental P�h curves.
4. The proposed reverse analysis algorithms were

found to predict E* and s0.033 quite well, and sy

reasonably well for the few cases studied.
Although greater scatter was found in the compu-
tation of sy, the averaged value approached the
experimentally measured yield strength sy. The
average pressure pave also compared well with
values estimated from experimental microhard-
ness tests.

5. Assuming large deformation in FEM simulations
and an isotropic power law elasto-plastic constitut-
ive description of the material within the specified
range of material parameters, except for cases

where
sy

E
�0.033 and n�0.3, the reverse algor-

ithms were able to predict one single set of values
for E*, s0.033 and sy; furthermore, if the power law
assumption holds, the full stress–strain response
can be estimated.

6. For sharp indentation of power law hardening pure
metals and alloys, a representative strain er was
identified at 3.3%. Within the same theoretical
framework, it was demonstrated that the apparent
disparities between the value of 3.3% identified in
the current study and the values of 8% and 29%
proposed in the literature stem from the different
functional definitions used to obtain these values,
rather than from any intrinsic differences in mech-
anistic interpretations.

7. A comparative study showed that the P�h
responses obtained using large deformation theory
exhibited loading curvature C considerably greater
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than those obtained using small deformation
theory.

8. Comprehensive sensitivity analyses were carried
out for both forward and reverse algorithms. For-
ward analysis algorithms were found to be accur-
ate and robust. For the sensitivity to reverse analy-
sis, E*, s0.033 and pave displayed weak or moderate

sensitivity to variations in C,
dPu

dh |
hm

, and
Wp

Wt

; for

low hardening materials (n�0.1), sy displayed

moderate sensitivity to C and
dPu

dh |
hm

, and strong

sensitivity to
Wp

Wt

; for higher hardening materials

(n�0.1), sy displayed strong sensitivity to all three
parameters. Sensitivity of the P�h responses to
apex angle deviations were found to be significant
with even a 1–2° deviation; nevertheless, the P�
h response variations with respect to apex angle
deviations less than ±0.5° were within the toler-
ance limit of the reverse analysis.

9. We note that plastic properties of materials
extracted from instrumented indentation are very
sensitive to even small variations in the P�h
responses. Nevertheless, the present compu-
tational study provides a mean to determine these
plastic properties, which may not be easily
obtainable by other means in small volume struc-
tures, and further provides an indication of the
level of the sensitivity to experimental inden-
tation data.
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APPENDIX A

In this study, large deformation finite element com-
putational simulations of depth-sensing indentation
were carried out for 76 different combinations of ela-
sto-plastic properties that encompass the wide range
of parameters commonly found in pure and alloyed
engineering metals; Young’s modulus, E, was varied
from 10 to 210 GPa, yield strength, sy, from 30 to
3000 MPa, and strain hardening exponent, n, from 0
to 0.5, and the Poisson’s ratio, n, was fixed at 0.3.
Table A1 tabulates the elasto-plastic parameters used
in these 76 cases.

APPENDIX B

In this appendix, six of the dimensionless functions
identified in Section 3.1, i.e. �1, �2, �3, �4, �5 and
�6, are listed explicitly.
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Table A1. Elasto-plastic parameters used in the present study

E (GPa) sy (MPa) sy/E

19 combinations of
10 30 0.003

E and sy
a

10 100 0.01
10 300 0.03
50 200 0.004
50 600 0.012
50 1000 0.02
50 2000 0.04
90 500 0.005556
90 1500 0.016667
90 3000 0.033333
130 1000 0.007692
130 2000 0.015385
130 3000 0.023077
170 300 0.001765
170 1500 0.008824
170 3000 0.017647
210 300 0.001429
210 1800 0.008571
210 3000 0.014286

a For each one of the 19 cases listed above, strain-hardening exponent
n is varied from 0, 0.1, 0.3 to 0.5, resulting a total of 76 different cases

�1 �
C
s0.033

� �1.131�ln� E∗

s0.033
��3

� 13.635�ln� E∗

s0.033
��2

(B1)

�30.594�ln� E∗

s0.033
�� � 29.267

�2�E∗

sr

,n� �
1

E∗hm

dPu

dh |
hm

� (�1.40557n3

� 0.77526n2 � 0.15830n

�0.06831)�ln� E∗

s0.033
��3

� (17.93006n3

�9.22091n2�2.37733n (B2)

� 0.86295)�ln� E∗

s0.033
��2

� (

�79.99715n3 � 40.55620n2 � 9.00157n

�2.54543)�ln� E∗

s0.033
�� � (122.65069n3

�63.88418n2�9.58936n � 6.20045)

�3�sr

E∗,n� �
hr

hm

� (0.010100n2

� 0.0017639n

�0.0040837)�ln�s0.033

E∗ ��3

� (0.14386n2

� 0.018153n�0.088198)�ln�s0.033

E∗ ��2

(B3)

� (0.59505n2 � 0.034074n

�0.65417)�ln�s0.033

E∗ �� � (0.58180n2

�0.088460n�0.67290)

�4 �
pave

E∗ �0.268536�0.9952495 (B4)

�
hr

hm
�1.1142735

�5 �
Wp

Wt

� 1.61217	1.13111

�1.74756��1.49291�
hr

hm�
2.535334

� (B5)

�0.075187� hr

hm
�1.135826


�6 �
1

E∗√Am

dPu

dh |
hm

� c∗ (B6)

where values of c* are tabulated in Table 2.


